CULVERT UNDERNEATH ENTRANCE (IF
NEEDED)
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MINIMUM RADIUS = 20 FEET
(DEPENDS ON TYPE OF TRAFFIC)

ANNEANEAN \\%\\ AN
oS
oY
bS
%?
ix
s

TYPICAL LENGTH = 50’ MIN
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NOTES:

1. THE ENTRANCE SHALL BE MAINTAINED IN A
CONDITION THAT WILL PREVENT TRACKING OR FLOWING OF
SEDIMENT ONTO PUBLIC RIGHT—OF—WAYS. THIS MAY
REQUIRE TOP DRESSING, REPAIR AND/OR CLEANOUT OF
ANY MEASURES USED TO TRAP SEDIMENT.

2. WHEN NECESSARY, WHEELS SHALL BE CLEANED
PRIOR TO ENTRANCE ONTO PUBLIC RIGHT—OF—WAY.

3. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON
AN AREA STABILIZED WITH CRUSHED STONE THAT DRAINS
INTO AN APPROVED SEDIMENT TRAP OR SEDIMENT BASIN.

Allen&Hoshall

engineering since 19135
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1661 International Drive
Memphis, TN 38120

MAXIMUM SIDE SLOPE 3:1

FOR COMPACTED
ROADWAY

e ———

GEOTEXTILE UNDER—LINE

12" MINUMUM THICKNESS
TDOT A-3 GRAVEL

SECTION A—A

72\ TYP. CONSTRUCTION ENTRANCE/EXIT
NTS
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